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1. Use, scope of supply, 

accessories 

General information concerning the proper 
use of the equipment – please read this 
section carefully! 

This manual is intended for the machine 
operator. Keep this manual accessible at all 
times. 

Use the trimmer only: 

 in a perfect technical state, in line with the 
intended use, in consideration of all of the 
safety- and hazard-relevant aspects, 

 with all the safety devices attached, 

 in compliance with the safety instructions, 

 after the operating personnel have read 
and understood these instructions, 
particularly Chapter 3 Safety Instructions 
and Chapter 4 Connection and Startup. 

1.1 Symbols used in this manual 

 

 DANGER 

Death, severe injury, or significant 
property damage will occur if proper 
precautions are not taken. 

 

 

WARNING 

Death, severe injury, or significant 
property damage may occur if 
proper precautions are not taken. 

 

 

CAUTION 

Death, severe injury, or significant 
property damage will occur if proper 
precautions are not taken. 

 

 

Mandatory sign 

Danger to individuals who do not 
follow the instructions given by the 
corresponding symbol. 

 

 

 

ATTENTION 

Damage to property or the 
environment may occur if the proper 
precautions are not taken. 

 

 

Information symbol: 

Text passages marked with this 
symbol provide essential information 
and useful tips. 

1.2 Intended use 

The EFA Trimmer is used to process pieces of 
meat and other food. The EFA trimmer must not 
be used to process frozen food. 

Trimmers from Schmid & Wezel (S & W) comply 
with the relevant safety regulations. 

1.3 Improper use 

The machine is not equipped for a different type 
of use. If the operator wishes to use the device 
for other purposes, please consult Schmid & 
Wezel GmbH (S&W) in advance.  

For all other types of use that are not in line with 
the intended use, the user must be advised of 
the inherent accident hazard and increased 
wear. In the event of non-compliance, the 
liability shall be borne by the user alone. 

The trimmer can be hazardous if it is used by 
untrained persons, in an improper manner, or 
for purposes that are not in line with the 
intended use. 
 

 

WARNING 

Risk of immediate death or 
death from bleeding due to 
improper and incorrect 
handling of the device! 

Work carefully and according to 
instructions. 
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1.4 Residual risks 

The sharp blade of the trimmer can cause injury.  

Remain focused and act with caution when 
working with the trimmer. Always wear personal 
protective equipment. 

A faulty compressed air connection and a high 
proportion of water in the pressure line may 
cause a jet of water escaping at the connection 
point. Therefore, ensure that the hose 
connection is correct and that the water content 
in the pressure line is as low as possible (drain 
the water separator regularly). The water trap 
does not form part of the machine and has to be 
installed upline of the machine. 

1.5 Who may operate the trimmer 

Only trained, instructed, and authorized 
individuals over the age of 16 may operate the 
trimmer. The responsibilities and competences 
concerning the operation must be clearly 
defined and complied with. 

The trimmer must not be operated by 
individuals who are under the influence of 
alcohol, medication, or drugs. 

Maintenance and repairs require special skills 
and knowledge, which is why only specialized 
persons who have been trained accordingly are 
authorized to perform these tasks. 

1.6 Conversions and modifications 

on the trimmer 

Unauthorized modifications to the trimmer are 
not permitted for safety reasons. 

Spare parts and accessories have been 
specially developed for the trimmer. We 
expressly point out that we only accept spare 
parts and special designs supplied by us. 

Installation and / or use of unauthorized 
products may have a negative impact on active 
and passive safety 

Schmid & Wezel GmbH accepts no liability for 
damage caused using non-original spare parts 
or special designs. 

Modifications and alterations to the machine are 
not permitted and exempt S&W from any 
warranty and liability. 

1.7 Delivery content 

EFA Trimmer 90 E and 130 E: 

 Trimmer handpiece 

 Electric drive 

 Output shaft 

 Retention pin 

 Screwdriver 

 Sharpening steel 

 Special grease 

 Single open-end wrench 

 Plug 

 Operating instructions 

EFA Trimmer 90 D and 130 D: 

 Trimmer 

 Retention pin 

 Screwdriver 

 Sharpening steel 

 Special grease 

 Single open-end wrench 

 Plug 

 Operating instructions 

Accessories (not included): 

 Spare blade cranked Ø90 

 Spare blade cranked Ø130 

 Depth stop with sharpening unit 

 Sharpening unit 

 Maintenance unit 

 EFA special oil 

 EFA special grease 
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2. Technical data 

Tab 1 Technical data 

 
 

3. Safety instructions 

3.1 General safety instructions 

Comply with the following safety instructions 
when using the trimmer: 

 

WARNING 

Cutting hazard: Limbs may be 
severed! 

Never reach into the area of the 
rotating blade! 

 

 

CAUTION 

Machine damage and danger to 
third parties due to improper 
use! 

Use the machine correctly. 
 

 

 

ATTENTION 

Use only original EFA spare 
parts! 

This is the only way to ensure that 
the machine functions properly 

 

 

Wear personal protective 
equipment! 

 Chain-mesh gloves 

 Select personal protection equipment 
according to the regulations applicable on 
the premises and to the accident 
prevention regulations in force. 

 Carry out installations, maintenance, and 
repair only with devices disconnected from 
the power supply or compressed air 
supply!  

 Read the operating instructions carefully, 
comply with the instructions therein, and 

Name 

 

Unit Performance characteristics 

EFA 90E EFA 90D EFA 130E EFA 130D 

Operating pressure bar  6  6 

Current consumption A 0.85 - 0.85 - 

Voltage v 230 - 230 - 

Frequency Hz 50 - 50 - 

Air consumption 

at full load 
m³ / min - 390 - 390 

Power Watt 390 215 390 215 

Blade speed rpm 1400 1400 900 800 

Blade Ø mm 90 130 

Connections on the 
maintenance unit 

Inches - R 3/8“ - R 3/8“ 

Weight kg 12 0.8 12 0.9 

Vibration measurement  m/s² ahd = 0.61 K=0.05 
ahd = 
0.72 

K=0.08 ahd = 0.63 K=0.07 ahd = 0.73 K=0.03 

Sound pressure level 

dB(A) LpA = 67 KpA= 3 
LpA = 

85 
KpA = 3 LpA = 73 KpA= 3 LpA = 86 KpA = 3 

dB(A) LWA =78 KWA=3 
LWA 

=96 
KWA=3 LWA = 84 KWA= 3 LWA =97 KWA=3 

dB(C) 
LpCpeak 

= 88  

KpCpeak 

= 3 

LpCpeak 

= 101.4 

KpCpeak 

= 3 

LpCpeak 

= 95,5  

KpCpeak 

= 3 

LpCpeak 

= 101.9 

KpCpeak 

= 3 

Type of protection IP 44 - 44 - 
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store them in a place where they are 
accessible to everyone at all times. 

 Only specialized persons are authorized to 
perform any installation, maintenance, or 
repair tasks. 

3.2 Conduct at the workplace 

 Keep your workplace tidy and in good 
working condition. A cluttered or messy 
workplace can lead to accidents. 

 Take into account environmental 
influences. Ensure good lighting (min. 500 
lux). 

 Keep other persons away from your 
workplace. Remain focused and act with 
caution during your work.  

 Do not use the trimmer when you are tired 
and/or unfocused. 

 Avoid wearing loose clothing and jewelry 
that can be caught by moving parts. Wear 
sturdy shoes during your work. Always 
wear a hairnet! 

 Ensure that your workplace has a correct, 
ergonomic set-up. Ensure safe footing and 
keep your balance at all times. 

 Store the trimmer in a safe manner. 
Electric version:  
Hook unused devices into the holder and 
secure them against unintentional restart. 
Pneumatic version: 
Store the device with the blade facing 
downwards in a protected location and 
secure against unintentional restart. 

 Service your tools with care. Only use 
sharp and undamaged blades to ensure 
safe work. 

 Use only original EFA accessories. Use of 
other accessories will void the warranty. 
The use of other tool inserts or 
accessories presents a risk of injury to you 
and other persons. 

 

 

4. Connection and start-up 

4.1 Place of work 

The work space for the operator should be at 
least 1.5 sqm.  
No other place of work should extend into this 
area as movements with the trimmer could 
result in the risk of injury.  

The illumination at the place of work must be at 
least 500 lux. 

4.2 Installation 

 

CAUTION 

Danger due to automatic start! 

Connect the trimmer to the power 
supply or compressed air supply 
only when switched off! 

 

 

CAUTION 

Tripping hazard! 

Lay the flexible shaft outside the 
traffic area. 

Attach the electric motor to the 
ceiling suspension. Comply with the 
minimum load bearing capacity of 15 
kg. 

Lay compressed air lines outside of 
the working area. 

 

 

CAUTION 

Danger of malfunctions and 
injuries! 

Installation work may only be carried 
out by authorized specialist 
personnel. 

The trimmer is supplied ready for operation. 

The motor of the electric trimmer also serves as 
a support for the trimmer when not in use. 
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4.2.1 Connecting the electric trimmer 

(EFA Trimmer 90E and EFA Trimmer 130E) 

Select the location of use of the trimmer so that 
the power cable of the electric motor can be laid 
upwards without any risk of kinking. 

1. Attach the electric motor to the overhead 
suspension system 

 

ATTENTION 

Device damage! 

Comply with the minimum load 
bearing capacity of 15 kg 

2. Setting up an ergonomic workplace: 

The following illustration shows the optimum 
distances as determined by S&W. 

It may be necessary to adapt these values to 
your specific workplace situation. 

 

 Ergonomic workplace 

3. Check whether the electric motor is 
switched off. 
Position OFF 

4. For connection to the power supply, see 
Chapter 2 "Technical data" 

4.2.2 Connecting the shaft to the motor 

 

 Connecting the shaft to the electric motor 

1. Insert the hose sleeve (2) of the flexible 
shaft into the motor (1) 

2. Pull the bushing (3) downwards until the 
hose sleeve (2) can be pushed in further  

3. Release the bushing (3) 

4. Check by pulling lightly that locking 
secures the shaft 

4.2.3 Attaching the shaft to the trimmer 

 

 Attaching the trimmer 

1. Insert the tappet (1) of the flexible shaft 
into the trimmer (2) 

2. Press the locking plate (3) and insert the 
tappet (1) further until the plug connection 
engages 

3. Release the locking plate (3) 

C

B

A

A 35 cm 

B 90 cm 

C 105 cm 

 

3 

2 

2 

1 3 

1 
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4. Pull slightly in order to check whether the 
shaft is properly locked and protected 
against accidental disconnection 

The trimmer is now ready for use. 

4.2.4 Connecting the pneumatic trimmer 

(EFA Trimmer 90D and EFA Trimmer 130D) 

 

ATTENTION 

Device damage! 

Operate the trimmer only with clean, 
anhydrous, and oiled air! 

 

 

 Pneumatic hose connection 

1. Insert the pneumatic hose (1) into the 
screw connection (2) on the valve housing 
(3) of the trimmer up to the stop. 

2. Pass the exhaust hose (4) through union 
nut (5) and slide it onto the valve housing 
of the trimmer.  

3. Screw the union nut to the valve housing 
of the trimmer. 

4. Screw one-hand coupling (6) (with sealing 
ring) into maintenance unit (7) (with filter 
pressure reducer). Make sure to assemble 
the maintenance unit in the following order: 
Water separator (8), pressure gauge (9), 
oil mist blower (10). 

5. Insert plug nipple (11) into coupling 

To ensure lubrication of the pneumatics motor, 
the maintenance unit must be set to 1-2 drops 

of oil per minute (or one drop of oil for 
approximately 15 cuts).  

A faulty compressed air connection and a high 
proportion of water in the compressed air may 
cause water to escape at the connection point. 

Therefore, ensure that the hose connection is 
correct and that the water content in the 
compressed air is low (drain the water separator 
regularly).  

If no dried air is available, the customer must 
install a water absorber. 

4.2.5 Filter pressure reducer 

The air from compressed-air systems is usually 
contaminated and has accumulated moisture. 
Therefore, a filter pressure reducer with water 
separator must be installed between the 
compressed air system and the tool. This not 
only controls the operating pressure but cleans 
and drains the compressed air. In addition, this 
improves on the usefulness and increases the 
service life of the pneumatic trimmer 
significantly. 

The filter pressure reducer should be installed 
as close as possible to the pneumatic trimmer. 

 Set the operating pressure on the filter 
pressure reducer to max. 6 bar. 

You can purchase a suitable filter pressure 
reducer on request from our sales department 
at Schmid & Wezel. 

 

 

4 

4 

1 

7 

5 

8 9 

11 

3 
2 
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4.3 Preparing the trimmer for use 

4.3.1 Installing depth stop and 
sharpening head 

Depth stop, and sharpening head are optional 
accessories and may need to be mounted on 
the trimmer before use, 

 

 Removing the cover 

1. Remove screws (1) on the gearbox cover 
(2) and retain. 

2. Remove gearbox cover (2) 

 

The depth stop guarantees a uniform 
thickness during cutting. 

The sharpening head sharpens the 
blade during operation. 

 

 

 Installing depth stop and sharpening head 

3. Install depth stop (3) and sharpening head 
(4) to the trimmer instead of the gearbox 
cover using the screws (1) 

 

 

4.3.2 Setting the depth stop 

 

 Setting the depth stop 

1. Loosen the locknut (1) 

2. Set the desired cutting depth by turning the 
star screw (2)  

(Turning to the left = reduce cutting depth. 
Turning to the right = increase cutting depth) 

3. Secure the setting by tightening the 
locknut (1) 

4.3.3 Installing the sharpening head 

The sharpening head is also available without 
depth stop. 

1. Remove the cover (see Abb. 5) 

 

 Installing the sharpening head 

2. Install sharpening head (1) to the trimmer 
instead of the gearbox cover using the 
screws (2) 

  

1 

2 

3 

1 

4 

1 2 

2 

1 
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4.3.4 Adjusting the handle 

You can turn the handle with the control switch 
freely for better handling. 

1. Remove blade and blade holder according 
to instructions (see Chapters 7.1.1, Abb. 
24 and Abb. 25). 

 

 Adjusting the handle 

2. Clamp the trimmer with the gearbox cover 
(1) in the vice (2) so that you can reach the 
locknut (3) with the open-end wrench. 

3. Loosen the locknut (3) 

4. Turn the handle by max. 180° 

5. Tighten the locknut (3) 

5. Handling 

The trimmer must be guided over the piece of 
meat, started, and moved over the surface in a 
smooth, gliding movement. The other hand 
holds and supports the piece of meat. The 
trimmer must always be moved away from the 
supporting, holding hand. 

The rotating blade cuts under the meat and 
pulls it over the knife. 

 

 

ATTENTION 

 

Read the operating manual and 
connect the trimmer correctly before 
turning on! 

 

 

CAUTION 

Machine damage and danger to 
third parties due to improper 
use! 

Use the machine correctly. 
 

 

WARNING 

Risk of injury! 

Keep your hand away from the 
rotating blade in the tool head when 
working with the trimmer! 

 

 

Wear a cut-resistant chain-mesh 
glove on the supporting hand (the 
one holding the meat)! 

5.1 Turning on the electric motor 

The electric motor is ready for use and has been 
correctly connected to the power supply. See 
Chapter 4 "Connection and Startup". 

 

 

 Unhooking the trimmer (1)  

1. Move the locking lever (1) to the left, then 
push it upwards until the retaining bar (2) 
is uncovered, Abb. 10 

1 

2 

1 

3 
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2. Hold the locking lever (1) in position, Abb. 
11 

3. take the trimmer (3) off the retaining 
bar (2), Abb. 11 

4. release the locking lever (1), Abb. 11 

 

 Unhooking the trimmer (2) 

 

 Base position 

Cover plate (4) and locking lever (1) fall back 
into the base position Abb. 12. 

 

 Turning on the electric motor 

5. Turning on the electric motor (5), Abb. 13, 
position ON 

5.2 Turning on the trimmer 

1. Carry out a function test before starting 
work.  

 

 Actuating the operating lever 

 

WARNING 

Risk of crushing! 

Keep your fingers out of the space 
between the operating lever and 
handle when switching the trimmer 
on. 

2. Hold the unit firmly by the handle (1). 

3. Push the locking lever (2) forward 

4. This releases the operating lever (3) 

5. Push the operating lever (3) downwards 

6. The trimmer starts  

 

4 

1 

5 

3 

2 1 

2 

4 

3 
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WARNING 

Risk of injury! 

When it starts, the trimmer lashes 
out slightly due to the torque.  

Ensure a firm hold! 

7. At the end of a work step, lift the trimmer 
so that the blade cuts off the strip. 

8. A work step must be carried out to the end 
until the cut material separates from the 
trimmer. 

The electric trimmer has an overload protection. 
The coupling will slip upon reaching harder 
materials, e.g. bones. 

 

WARNING 

Blocking hazard! 

Do not stop the trimmer during the 
cutting process. 

 

 

ATTENTION 

Improper handling will lead to 
increased wear! 

5.3 Turning off 

 Release the switch lever 

The locking lever switches the trimmer off 
automatically by a return spring; the trimmer is 
then secured against unintentional restart. 

5.4 Procedure for non-utilization 

The trimmer is protected against unintentional 
restart by various safety devices  

EFA Trimmer 90E / 130E 

1. Check whether the electric motor is in 
position OFF 

 

 Secure the trimmer (1) 

2. Move the locking lever (1) to the left, then 
push it upwards until the retaining bar (3) 
is uncovered, Abb. 15 and Abb. 16. 

 

 Secure the trimmer (2) 

3. Hold the locking lever (1) in position, Abb. 
16 

4. Hook the trimmer (4) in the retaining bar 
(3). The trimmer must be placed with the 
blade side on the plate (5) 

1 

3 

5 

4 
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 Secure the trimmer (3) 

5. Release the locking lever 2 

Cover plate 5 and locking lever fall into the base 
position, Abb. 17 

The trimmer has now been put out of service 
and secured. 

EFA Trimmer 90D / 130D 

The pneumatic trimmer has no suspension 
device. Place the trimmer with the blade down 
in a protected location. 

6. Assembly 

 

WARNING 

Automatic startup! 

Turn off and disconnect the device 
from the power or compressed air 
supply before starting any repairs! 

6.1 Replacing the blade 

 

ATTENTION 

Use only original spare parts! 

This is the only way to ensure that 
the machine functions properly 

 

 

Cutting hazard! 

Wear cut-resistant safety gloves! 

The trimmer contains a blade driven by a pinion. 

6.1.1 Removing the blade 

 

 Loosening the screw 

1. Loosen the screw (1), Abb. 18 

 

 Prying open the blade holder 

2. Insert the tool change pin (2) between the 
screw and the housing (3), Abb. 19 

3. Pry the blade holder (4) open with slight 
pressure and hold it, Abb. 19 

4. Hold the tool change pin (2) in position 

2 

5 

1 

4 

2 
3 



 

Translation of original operating 
manual 

EFA Trimmer 
 

 

 

OM NO.: 001 580 629 15 of 22 Version 13.11.2020 
 

 

 

 Remove the blade 

5. Tilt the handpiece (5) until the blade (6) 
falls out, Abb. 20 

6.1.2 Mounting the blade: 

1. Pry the blade holder (1) open with slight 
pressure and hold it, Abb. 19 

2. Hold the tool change pin (2) Abb. 19 in 
position 

 

 Inserting the blade 

3. Insert the blade (1) in the blade holder (2), 
Abb. 21 

4. Remove the tool change pin (2) Abb. 19 

6.1.3 Adjusting the blade play 

 

 Adjusting the blade play (1) 

5. Squeeze blade holder (1) slightly with one 
hand and hold, Abb. 22 

6. Tighten the screw (2) slightly with the other 
hand until the blade holder remains in 
position. 

 

 

WARNING 

Risk of injury when the screw 
driver slips off! 

Work carefully! 
 

 

 Adjusting the blade play (2) 

7. Insert the screwdriver in the gap (3) 
between housing and blade holder (1) and 
slightly open the blade holder with the 
screw (2) until you can easily move the 
blade (4) over the complete angle of 
rotation, Abb. 23 

 

 

6 

5 

1 

2 
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WARNING 

The blade blocks with too little 
play! 

Increased torque on the handle! 
The handle will lash out! 

Ensure a firm grip!  
 

 

ATTENTION 

Increased friction due to 
improper assembly 

Result: frictional heat! 

8. Tighten the screw (2), Abb. 23 

9. Check setting again, adjust if necessary. 
 

7. Maintenance 
 

 

WARNING 

Cutting hazard! 

Turn off and disconnect the device 
from the power or compressed air 
supply before starting maintenance! 

 

7.1 Daily cleaning 

Trouble-free continuous operation is only 
guaranteed if the trimmer is always kept 
hygienically clean. The device should usually be 
disinfected before each use. 

 

Observe the applicable safety and 
hygiene requirements  

7.1.1 Disassembly 

 

Cutting hazard! 

Wear cut-resistant safety gloves! 

 

 

 Removing the cover 

1. Remove and both screws (1) on gearbox 
cover (2) and retain, Abb. 24 

2. Remove the cover (2). 

3. Remove the blade, see Chapter 6.1 
Replacing the blade 

 

 Removing the screws 

4. Loosen both screws (3) on the blade 
holder (4) until the blade holder can be 
removed, Abb. 25 

2 

1 

4 3 
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 Removing the pinion 

5. Remove the pinion (5), Abb. 26, use a 
screwdriver (6) if necessary 

 Inserting the sealing plug 

6. Close the resulting opening with sealing 
plug 3, Abb. 27. 

7.1.2 Cleaning process 

1. Clean the trimmer after every shift with a 
brush and warm water (40 to 55°C)  

 

ATTENTION 

Clean the trimmer only if 
dismantled (see Chapter 7.1.1)! 

Use only cleaning agents that are 
compatible with the material and 
food! 

2. Soak stubborn or encrusted residues 

3. Use cleaning agents (recommended: 
cleaning foam). 15…20 minutes 
application time 

4. Rinse the trimmer with warm water 

5. Check whether all of the residues have 
been removed. If necessary, repeat the 
cleaning process 

 

ATTENTION 

Before using cleaning agents, check 
the material compatibility at a 
suitable location.  
Follow the manufacturer's 
instructions when handling cleaning 
agents! 

7.1.3 Disinfection 

 You can disinfect the device with hot water 
(at least 85 °C) after each use. Min. 20 
minutes application time 

 Perform the disinfection as a separate step 
from the cleaning process 

Disinfectants must not be allowed to come into 
direct or indirect contact with foodstuffs. Rinse 
the machine with clear water after disinfection. 

 

ATTENTION 

If you want to chemically disinfect 
the trimmer, you must first check the 
material compatibility at a suitable 
location. 

Do not use a steam blaster or high-
pressure cleaner! Do not immerse 
the device in water! 

 

7.1.4 Reassembly 

 

Cutting hazard! 

Wear cut-resistant safety gloves! 

1. Remove the sealing plug and ensure that 
no liquid has penetrated the opening.  
The ingress of liquid may damage the 
bearing and coupling.  
In this case, you must send in the device 
for inspection 

2. Coat all sliding surfaces and gearing on 
blade, pinion, blade holder and slide 
bearing thinly with EFA special grease. 

3. Install the pinion and screw the cover back 
on 
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4. Screw on the blade holder together with 
the blade 

7.2 Sharpening the blade 

 

ATTENTION 

Incorrectly sharpened blades lead to 
production losses and endanger the 
user. 

 

 

Cutting hazard! 

Wear cut-resistant safety gloves! 

If the trimmer is operated without a sharpening 
unit (special accessory), the blade is sharpened 
with whetting steel. 

7.2.1 Whetting 

 

 Sharpening the blade 

1. Hold the trimmer (1) with the guide hand,  

2. Hold whetting steel (2) with your free hand 
in a horizontal position 

3. Start and carefully move the trimmer with 
the rotating blade (3) slowly back and forth 
on the whetting steel 

During whetting, ensure that the knife has full 
contact with the whetting steel. 

 

ATTENTION 

Do not use force as parts could be 
damaged!  

7.2.2 Sharpening 

Heavily worn trimmer blades are usually 
sharpened by Schmid & Wezel GmbH. 

We can also provide a quotation for a suitable 
grinding machine. 

7.3 Advanced Maintenance 

7.3.1 Lubricating the shaft 

The flexible shaft is enclosed in a protective 
sleeve.  

1. Pull the shaft core out of the protective 
sleeve 

2. Place the shaft core on a suitable base 
and spray from all sides, turning it several 
times. 
Use EFA special grease spray 

3. Let the grease set briefly and push the 
shaft back into the protective sleeve. 

7.3.2 Lubricants 

Unintentional contact with the processed 
product (food) cannot be ruled out with 
certainty. Therefore, only use suitable 
lubricants.  

You can buy suitable lubricating grease and oil 
for your machine from the sales department of 
Schmid & Wezel. 

7.3.3 Maintenance unit 

For proper operation and to maintain the 
adequate service life of the pneumatic 
trimmer, the maintenance unit (filter pressure 
reducer) must be checked at regular 
intervals. 

 Remove any condensation and, if 
necessary, fill up with special oil 
(available from S&W). 

 Check the operating pressure (max. 6 
bar) at regular intervals. 
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8. Maintenance 

Malfunctions may occur during operation, but 
these are generally relatively simple to remedy.  

 

ATTENTION 

Only qualified, instructed specialist 
personnel may carry out all 
operations. 

  

Table 1: "Faults and corrective measures" 
describes these malfunctions together with their 
possible causes and suggests corrective 
measures. 

The machine does not start up when 
actuating the switch lever 

No power supply Establish the supply of power 

Parts of the motor or transmission are 

defective 

Check the wear parts and replace 

them, if necessary 

Loose hose connection 
Check the proper connection of the 

hoses 

Rotor slide defective Return to manufacturer for service. 

The operating lever cannot be pressed 
down or only with great difficulty 

The device is defective Return the device to the manufacturer 

The device becomes hot 

Blade play too small Check blade setting according to 

Chapter 6.1.3; increase blade play if 
necessary 

Defective bearing Return the device to the manufacturer 

Blade guide is not greased Check and grease if necessary, 

Chapter 7.1.4 

Machine does not start 
Parts of the motor or transmission are 

defective 
Return to manufacturer for service. 

Motor and shaft are running; however, 
the blade does not rotate 

Worn coupling Return the device to the manufacturer 

Poor cutting result Blade is blunt Sharpen blade, Chapter 7.2 

Motor switch is set to "ON"; however, 

the shaft does not rotate 

The motor is defective Return the motor to the manufacturer 

No power supply Check the power supply 

Sluggish running of the blade Blade play too small Check blade setting according to 

Chapter 6; increase blade play if 
necessary 

Blade guide is not greased Check and grease if necessary, 

Chapter 7.1.4 

Tab 2 Malfunctions and their rectification  

8.1.1 Repair by After-Sales Service 

Only specialized persons are authorized to 
perform repairs. Our service department is at 
your disposal for any repairs needed.  

If your equipment needs to be repaired, please 
contact the nearest authorized service center or 
our head office. 

Upon request, spare parts lists can be provided 
to any authorized service center. 

In the event of malfunctions that cannot be 
clearly localized, the device should be returned 
to S&W for repair. Please state the error 
symptoms if you do so. 

For other faults that the system operator can 
rectify, the fault list may provide information 
about the cause and rectification of the fault. 

Malfunction Possible cause Remedy 
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Do not repair defective devices on 
site (in the immediate vicinity of 
food)! 

Provide all of the necessary tools 
and ensure that the work 
environment is clean. 

 

 

WARNING 

Cutting hazard! 

Turn off and disconnect the device 
from the power or compressed air 
supply before starting any repairs! 

 

Maintenance unit 

Check the maintenance unit at regular intervals, 
but at least once a week, remove the 
condensation and add special oil. 

Special oil for maintenance system: 

 EFA special oil 0.5 l part no. 001 365 611 

 EFA special oil 5.0 l part no. 001 365 612 

Special grease for gear box and bearings: 

You can buy suitable lubricating grease and oil 
for your machine in different package sizes from 
the sales department of Schmid & Wezel 

 

8.2 Repairs 

 

CAUTION 

Danger of malfunctions and 
injuries! 

Only authorized specialist personnel 
may carry out repairs. 

 

 

WARNING 

Cutting hazard! 

Turn off and disconnect the device 
from the power or compressed air 
supply before starting any repairs!  

 

 

ATTENTION 

Use only original spare parts! 

This is the only way to ensure that 
the machine functions properly 

 

Our service department is at your disposal for 
any repairs needed. 

EFA Service 

Tel. ++49-(0) 7043 102-82, 

Fax. +49(0)7043 / 102-78 

In the event of a repair, please contact your 
nearest contract workshop or our parent 
company directly. 

9. Transport and storage 

The machine must be stored in a dry room. 

Clean the machine and transport only in a dry 
condition. 

 Ensure that the machine is not damaged 
during transport.  

 Use the original packaging. 

10. Return of waste electrical 

equipment 

Return your waste electrical equipment to our 
head office. 
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